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Pedestal-Mounted Junction Boxes 

General Description 

Pedestal-mounted junction boxes are typically used at 
switch machine locations as a central termination point 
for under-ground cables.  Terminal blocks, variable 
resistors, fuse holders and related components are 
mounted in these boxes.  Each pedestal contains a 
side entrance, located near the bottom of the riser, for 
the parkway cable.  Because the pedestal is placed 
directly in the ground, no concrete foundation is 
required.  The pedestal junction boxes can 
accommodate from four to 48 AREMA terminals (#14-
24) molded in blocks of Bakelite insulation.  Terminal 
nuts are positioned for easy access by a socket 
wrench.  Knockouts for steel or flexible hose conduits 
or multi-conductor fittings are provided on opposite 
sides of the boxes.  Other design features include: 

 Larger boxes (12 to 24 terminals) contain two 
elbow ventilators with fine wire mesh screens for air 
circulation and elimination of condensation.  These 
boxes also have well underneath terminal 
compartment for pot-heading and sealing of 
incoming cables. 

 Sealed cover joints and outside cover bolts provide 
weather protection. 

 All exposed bolts, nuts and washers cad-plated to 
resist rust. 

 Side and bottom openings protect incoming 
underground cables 

 

 
 

Advantages 

 Ideal for underground cable termination 

 Numerous optional attachments 

 Direct ground installation - no foundation needed 
 

Ordering Information 

 Refer to ordering tabulation on reverse side for 
commonly-used pedestal junction boxes and 
special fittings. 

 Contact your Hitachi Rail STS USA Account 
Executive to order special boxes and standard 
fittings. 
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Pedestal-Mounted Junction Boxes 

 

Pedestal-Mounted Junction Boxes

 Order No. Dwg. Ref. Terminals Pipe Plug Connectors

 N386513 A 4 -- Note (1)

 N393981 A 4 X Note (2)

 N376937 B 4 -- --

 N376941 B 10 -- --

 N374992 C 12 -- --

 N374993 C 24 -- --

 N349656 D 48 -- --

Note (1):  Two connectors for 1/2" x 5/8" O.D. cable.

Note (2):  One connector for 3/8" x 1/2" O.D. cable.  
 


