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Transit Signals 

General Description 

Hitachi Rail STS USA offers several complete lines of 
color light signals suitable for use on all types of rail 
mass transit and Automated People Mover lines.  
These signals are composed of 3-color and 1-color 
signal units that may be assembled in many different 
configurations.  Some of the signal unit component 
options include: 

 Choice of lens colors and arrangement 

 Blanking plates (when required) 

 Signals to display special characters or symbols 

 Hoods 

 Side and back indication lights 

 Transformer or resistor lamp control 

 Number plates 

Hitachi Rail STS USA Transit Signals are 
manufactured with incandescent lamps, but can also 
be provided with our new LED signal units.  Refer to 
RSE-7A1 and -7A2 for additional details, and contact 
your Account Executive for potential design 
configurations and applications. 

 

Signal Assemblies (With Incandescent Lamps) 

Signal heads are available with single 5” (12.7 cm) 
lenses or 6-3/8” (16.2 cm) doublet lenses.  The 5” lens 
signals are typically used in subway installations where 
space is limited, while the 6-3/8” lens signals are for 
outdoor service.  However, 6-3/8” signals should be 
used in underground installations when space permits.  
(Note:  Signals with 5” lenses are readily available; 
contact your Hitachi Rail STS USA Account Executive 
for complete ordering information.) 

The 5” transit signals incorporate glass lenses only, in 
the standard signaling colors.  Lamp receptacle 
options for these signals include dual medium screw 
base or dual single-contact bayonet candelabra base 
receptacles.  The 6-3/8” signals may be ordered with 
glass or impact-resistant plastic lenses in all standard 
signaling colors.  An inner 5-1/2” lens carries the 
desired color, while the 6-3/8” outer lens is clear.  
Lamp receptacle options for the 6-3/8” signal units 
include single or dual single-contact bayonet 
candelabra base or dual medium screw base 
receptacles. 

 

Three-color and 1-color signal units are available in 
several versions, each housed in fully weatherproof 
aluminum cases with lockable rear doors.  The signal 
units may be joined together in any desired 
configuration to display any desired aspect.  The 3-
color units are equipped with integral number plates 
that can be back-lit, if required.  All signals may be 
equipped with roundels to display special characters or 
symbols such as arrows, bars or “T”.  Transformers or 
resistors of various types can be mounted directly in 
the 6-3/8” lens signal cases.  Hood lengths include 4”, 
7-1/2” or 9”. 

All Hitachi Rail STS USA transit signals can be 
supplied with components for mounting to tunnel walls 
or ceiling.  Or, they can be supplied with pipe posts, 
bases and ladders for stand-alone mounting.  Bases 
for dwarf signal installations are also available. 
 

Advantages 

 Designed for all types of transit installations 

 Numerous signal head and wayside assembly 
configurations 

 High quality incandescent or LED optics, easily 
serviced 

 Full line of mountings to suit all locations 

 

Additional Information 

 Contact your Hitachi Rail STS USA Account 
Executive for additional information on our transit 
signals. 
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Transit Signals 

Typical Wall-Mounted Signal 

 

 
 

Typical Dwarf Signal 

 

 
 

Typical Mast-Mounted Signal 

 
 


