
"UNION" SERVICE 
SPEClf lCJlTION NUMBER 35 7 3-E 

3573. 

UNION SWITCH & SIGNAL ••••• IWISSVALB, PA. . 
DIVISION .0 1 WESTINGHOUSE A lR BB A JC E COM p AH y 

S'l'YIB P'l'V-42 LINE RELA.Y., Spec. 3950 
(25 Cycles - 57.5 Volts). 

* * * * * * * * 
In:forma.tion :fo'!' adjustment is given 1n Service Spec. 

This relay is the same as the track relays, except 
that it has a high impedance control winding designed to 
operate with a resistor .in series. 'l'hia resistor is 
assembled on the rear o:f the mounting base :for the relay. 

'The local element usually will not have to be checked 
separately., but 1:f such a test is ma.de, the local element 1n 
the assembled relay ~nergi,zed separately at· 57.5 volts, 25 

cycles should·t~ke approximately 0.184 ampere. 
In testing this relay a 500-ohm resistor should be con

nected 1n series with the control element and the control and 
local connected together as sholtll 1n the diagram tor single
element operation. The resistor preferably should be ot the 
vitreous enamel type, the same as used on the mounting base 
tor this relay and within ± 3; ot the 500-ohm value. The volt
age operating values should be checked 1n the circuit ot Pig. 

12., U-5036, I:f .it is desired to check the current operating 

values, test circuit Pig. 11 should be used. 'l'hese current 
values need agree only approximately •1th the values given 1n 
the table. 
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TEST OPERATING VALUES, SINGLE-ELEMENT OPERATION 

CONTACTS 

4F-4B 

- TORQUE 
Inch-Grains 

250 

PICK-UP FULL STROKE NORMAL 
Volts Amps. Volts Amps. Volts Amps. 
35.0 0.153 45.0 0.197 57.5 0.252 

MIN.REL. !' P.U. 
Shop Field* 

*It is recommended that relays be taken out or service when the 
release value is less than that shown for field test. 
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